3000 PSI CONCRETE
THRUST COLLAR

(8) #4 REBAR

THREADED GALVANIZED STEEL
SEE "TIE ROD SCHEDULE™ FOR

*EACH WAY QUANTITY AND SIZE OF TIE ROD.
____ N . M.J. CAP OR OTHER
T T~ 1 M.J. FITTINGS
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THRUST RING

LW 2” DIA. THREADED TAP
AND BRASS NIPPLE
FOR 27 LINE EXTENSION
#4 REBAR

THRUST COLLAR SHALL BE FORMED USING 1/2" EXTERIOR
PLYWOOD AS PER COLLAR DIMENSIONS SHOWN.

e ROD SCHEDULE

TIE ROD
PIPE DIAM. QUAN.  SIZE
4" 2 5/8"
6" 2 3/4"
8" 2 3/4”
127 4 3/4"
16” 4 7/8"
20" 4 1"
24" 4 11/4”
30” 4 11/2

COLLAR DIMENSIONS

SIZE LINE MIN. W MIN. D PLATE DIAM.

47
5
3
127
16"
20"

247
30"

6" L+8" L+27
9” L+9" L+ 37
127 L+9" L+ 37
18" L+9” L+37
18" L+9” L+37
2072 L+9" L+ 3"
2477 L+10" L+47
24772 L+117 L+57

x CONTRACTOR VERIFY DISTANCE W/ COLLAR
SUPPLIERS.

THRUST COLLAR

NTS

NO.

REVISION DATE

BRUNSWICK COUNTY
45 COURTHOUSE DRIVE  [ime
BOLIVIA, NORTH CAROLINA  [ploT SCALE: 1 = 1
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